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FOREWORD

U A research program directed toward investigating possible exhaust

plume radiance/IR sensor interaction is currently under:ay. The progiam

is sponsored by the Army Ballistic Missile Defense Agency, with Mr. T. Roy

Bowen of ABMDA, Huntsville. Alabama, the program technical monitor. Calspan

J Corporation, formerly Cornell Aeronautical Laboratory, Inc., of Buffalo, New

York, is the prime contractor for the overall prograw,, which consists of three

j main tasks. The initial research efforts for two of the tasks have been sub-

contracted by Calspan to the AVCO Everett Research Laboratory (AERL), of

Everett, Mass., and Aerodyne Research, Inc. (ARI) oi Burlington, Mass.

The overall requirement of the research program is to develop a com-

prehensive understanding and characterization of high altitude plumes from

interceptor rocket motors which is adequate for the evaluation of the effects

*j of the plume on the signal-to-noise ratio of IR sensors, and the identification

of the parameters which contribute most strongly to the problem. To satisfy

3 this requirement, the program has been structured into three main tasks:

I. Laboratory measurements

3 II. Near-field analysis and prediction

III. Far-field analysis and prediction.

II Calspan Corporation, the prime contractor for the overall program, is respon-

sible for the experimental measurements under Task I. Under separate sub-

contracts, the AVCO Everett Research Laboratory performed near-field analyses

under Task II, while the far-field analysis was conducted by Aerodyne Research,

Inc. for Task III.
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I .The final report for the overall program is being distributed in

several volumes, consistent with the task structure noted above. Accordingly,

the far-field effort is discussed in a 3-volume report by ARI, and the near-

field analysis is reported in a single AERL volume. The present report

I discusses the laboratory measurement program performed at Calspan.

SAn overall summary of each volume, a discussion of the program struc-
ture, and a bibliography of pertinent reports published under this contract

are present in a separate summary report entitled:

Plume Interference Assessment and Mitigation; Final Report. Calspan Report

No KC-5l34-A-7, June 1973. Submit:ed by P.V. Marrone.
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SSUMMARY

A rocket plume diagnostic program is currently underway at Calspan.

I The primary purpose of the program is to i:ivestigate the high-altitude near-

field radiance signature of rocket motors, and to develop the diagnostic

techniques required to characterize various types of rocket plumes. The

design, calibration, and installation of a cold-optics LWIR detecting system

on one of the Calspan high-altitude test chambers is discu3sed. Particulate

I flux measurement techniques are discussed, and the design and development of

research rocket motors for use with specific propellant combinations is

presented. A test program for small liquid and solid thrusters, such as
k those proposed for the FAIR Il PIE flight program, has been initiated and

experimental data for a monopropellant hydrazine thruster are presented

and compared with IR radiance predictions.
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I Section 1
INTRODUCT ION

Missile-borne 2R sensor performance may be degraded due to the

Spresence of large exhaust plumes from any nearby rocket motor. Spurious

radiation signals may arise either from the self-luminous near-field of these

exhaust p!umes, or from the direct excitation of highly cooled exhaust

products upon interaction with the tenuous atmosphere at distances far from

J the exhaust nozzle. In addition, the sensor performance may be degraded due

to the impingement or deposition of particles and gases on the cold surfaces

1 of the sensor system. The magnitude of the reduction in sensor signal-to-noize

ratio is dependent on several factors, including: the altitude and velocity

of the vehicle; the rocket fuel/oxidizer combination; the angle between the

plume axis and vehicle velocity vector; and the optical sensor field of view.

Under a previous program, which was explicitly directed to the

special case of the FIT vehicle, many of the techniques required for the

characterizatioli of rocket motor plumes were developed. For example,

gasdynamic and optical techniques for laboratory measurement of near-field

i [plume properties were demonstrated.

The scope of the present laboratory measurements program is to pro-

vide the Army Ballistic Missile Defense Agency (ABMDA) with experimental

studies which will characterize plumes from rocket motors at high altitudes,

including both main boosters and ACS motors. Various fuel/oxidizer combina-

"tions and nozzle configurations will be under evaluation for compatibility

jI with far IR sensors. The experimental techniques previously developed have

been modified ard extended during the course of the present program. For

Siexample, the IR spectral range previously investigated has been extended to

better cover the waveleng'.. ;gion of interest to midcourse optical systems.i!I
I



r

j Section 2

LABORATORY MEASUREMENTS PROGRAM

I
Under the Laboratory Measurements phase of the overall Plume Inter-

ference Assessment and Mitigation Program, there are two main tasks. The

first is a series of rocket propellant screening experiments under which the

I near-field far IR plume radiance characteristics will be investigated for

several liquid and solid propellants, nozzle types and motor configurations.

The second task is to obtain laboratory measurements of the near-field

radiation from plumes of small thrusters of the type to be flown on the FAIR

II plume interaction flight experiments. To accomplish these two main tasks,

several subtasks are necessary and will be discussed in this section of the

report. These subtasks include the design, fabrication, calibration, and

installation of the cooled far-IR optical diagnostic system, the fabrication

of additional particle collectors, and the design of several of the rocket

motor configurations to be st-died during the test program.

jThe experimental rocket firings are conducted ii one of the large,

high-altitude test chambers at Calspan. The 10-foot-diameter by 28-foot-length

chamber is capable zf being evacuated to pressures on the order of 5 x 10-S

torr by means of a large refrigerated-chevron-baffled oil diffusion pump.

1 The available t•3t time in the altitude chamber is determined by the

time required for the plwne gas to reach the end of the chamber and propagate

a disturbance back to the motor stýtjon (typically 15 ms). (2-5) That is,
until the fact that the test chamber is of finite size is communicated back to

m1i the test region (by gas dynamic wave processes), the exhaust plume flow field

behaves as if it were operating in an infinitely large test volume. Since

the actual test altitude is that corresponding to the ambient pressure in the

vacuum chamber immediately preceding rocket firing, continuous pumping of the

rocket exhaust products is not necessary to maintain test altitude during the

short test time; thus, a vacuum pumping capability adequate to bring the tank

to the desired test altitude in a reasonable time is all that is required.

I 2
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3 2.1 OPTICAL DIAGNOSTIC DEVELOPMENT

The extensive current interest in plume physics and radiation spans

a broad spectrum of wavelengths. Wavelengths as short as 1000 X in the vacuum

ultraviolet may be relevant to rocket launch phenomena, while radiation in the

far infrared is of interest to interceptor technology. This broad span of

wavelengths, some of the radiating species and pertinent transitions involved

j are diagrammatically shown in Figure 1.

j The wavelength range between 0.1 and 40 Am has been simply divided

into three regimes, which, by virtue of the different excitation energies

involved, correspond to three basically different types of emission spectra

I from the various species shown. In general, radiation between 0.1 and 1.0pm

involves transitions between electronic states of the molecules. There results

a broad band system, rich in lines from the many vibrational and rotational

states populated at the equilibrium temperature necessary to induce measurable

I emission. However, this is not the case for rocket motor exit plane tempera-

tures below 1000'K, because equilibrium excitation energies are too low. Thus,

as is the case for CO 4+ band emission around 1500 X, chemiluminescent excita-

tion mechanisms are usually postulated to populate the upper states involved.

I The region between 1.0 and i0)Am is of special interest to plume

diagnostics. Most species in the plume which are infrared active (permanent

I dipole moments) undergo vibration-rotation transitions which require modest

excitation energies, and which permit their presence, their concentrations

f and their degree of excitation to be assessed by emission and absorption

measuremeits. For this reason, because the main thrust of the programs at

Calspan are primarily diagnostic in nature, this spectral region is measured

quite thoroughly. A recently completed solid propellant plume testing program

for ARPA involved spectral scans in the wavelength region between 2 and 8ym.(2)I
It is specifically planned to utiliie the SWIR 2-S8pm rapid scan spectrometer

during the ABMDA test program. Finally, because the far IR is of special

m and direct concern to ABMDA objectives, spectral scanning instruments between

6-12 and 12-24 pm are being implemented for this program.

1 3



Each of the principal optical diagnostics will be separately dis-

cussed below. They are shown schematically deployed in Figure 2.

I 2.1.1 SWIR Rapid-Scan Spe,-trometer

For SWIR measurements under an ARPA-sponsored plume diagnostic

program,(2) a i.anning spectrometer was designed and fabricated which employs

a circular variable filter wheel rotating in front of two detectors. Since

this instrument will be utilized during a pa't of the ABMDA experimental test

j prog:a',, it will be briefly described herein.

A two-element detector array is focused onto the rocket plume axis

by a silicon 'ens, see Figure 3. In the optical train near the detectors is

mounted a circular variable filter (CVF) obtained from Optical Coating Labora-
tories, Inc., Santa Rosa, California, which is spun at 8000 rpm by a 400 Hz

synchronous motor. The CVF is made in two semicircular segments spanning the

I wavelength ranges 2-4 and 4-8j.m. One detector is InSb, covering the range

between 2 and 5.5,mi. The balance of the spectrum is recorded by the second

detector, which is Ge:Au. This arrangement thus permits the entire spectrum

to be scanned in 7.5 ins. Since nominal rocket test times are between 15-30 ms,

this readily permits several spectra to be recorded during this interval.

The wavelength resolution is determined by the filter characteristics and the

azimuthal angle of the CVF subtended by the detectors. The CVF has a 2%

half-bandwidth, which corresponds to a resolution between 0.04 and 0.16 Pm.

This resolution enables species identification to be made.

The detector areas are each 1 x 3 mm, and with a magnification of

J approximately 3, the plume area subtended by each is 3 x 9 mm. The use of

two detectors results in the sampling of two adjacent areas. The wavelength

overlap permits the two channels to be correlated.

Calibration of the system is achieved by direct comparison with the

radiation from a standard black body source situated within the high altitude

1 4-l'
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I chamber at the plume location. The placement of various filters into the

field of view permits wavelength calibrations and resolution checks to be

I made, see Reference 2.

2.1.2 LWIR Rapid-Scan Spectrometers

The purpose of these instruments is to measure plume spectral

radiances in the LWIR throughout the 6-24pm wavelength range, and as such

constitute the principal optical diagnostic system for this program. The

I desired resolution is about 0.5Sm with NEFD values of -10-1 0 watts/cm2 .

To achieve such performance requLres background cooling. In terms of the

J plume measuxements in the Calspan test chamber, this requires not only cold

(-80 0K) optics but the elimination of radiation from the opposite wall of the

chamber. This can be a-complished by either wall cooling (cryopcnels) or by

the use of confocal optics, whereby the field of view (FOV) is returned back

on itself from a cooled mirror. For this reason, and for purposes of economy

J Iand overall feasibility, it was decided to design the iiistruments in terms

of two components, one of which covers the range from 6 to 12pm, and the

1 other from 12-24pm. These instruments each use a CVF and operate basically

in the manner previously described for the SWIR scanning spectrometer, see

I Figure 4a. Because of thermal stress problems associated with cooling a

composite CVF (6-12-24 ym) to liquid N2 temperatures, and further to spin

the filter at the required 12,000 rpm, it was decided during the preliminary

design stage to separate the wavelength coverage as mentioned above. Critical

design criteria are consid.rably lessened, spin speeds are lower, the CVF

J substrates are each made of a single hcmogeneous disc of material, and finally,

by deploying the instruments as shown in Figure 2 the cooled %all problem is

n Ieliminated. Each optical system looks into tne other, at no time viewing a

Jface that has not been cooled to liquid nitrogen (LN2) temperatures.

I An optional modification of the instruments is employed in the test

program, wherein the CVF discs are replaced by broadband, stationary cold

n Nfilters. These filters can be specified to match specific wavelength band-

passes; i.e., the specific AX of interest to the FAIR flight program. The

I 5-!
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rocket thrusters involved in that flight program have large expansion ratios,

and the resultant plume exit plane temperatures are extremely low. Possible

freezing of vibrational modes of the product molecules is expected to

dominate the emission spectra from the near field of these motors. These

intensity levels are anticipated to be too low to permit spectral scans to

I be obtained. Thus, the use of fixed filters may be employed to assess th3

plume radiance in specified wavelength intervals.I
The principal design problem involved the coupling of the instruments

J to the test chamber in a manner to eliminate or minimize possible cryopumping

of rocket exhaust gases onto the cold optical surfaces inside the spectrometer.

The use of additional iindows was considered and include such associated prob-

lems as cost, possible breakage and the need to cyclically heat and cool the

windows to remove any deposit buildup. Alternatively, the use of a fast-

acting valve to close off the spectrometers from the tank environment within

some 50 msec of the data scan time interval proved to be more tractable.-1
Figure 4b shows various details of the optical system in its present

configuration, with the CVF discs replaced by broadband filters. The

spectrometer (used as a radiometer for application, to the FAIR thrusters) is

coupled to the vacuum chamber by a 4 inch diamet r, remotely operated gate

valve G. This forms the primary seal between the high vacuum in the spectrom-

eter chamber and that of the test chamber. In addition, a fast-acting

shutter-valve, FS, is also used to minimize possible degradation of the cold

optics due to cryodeposition of test chamber gases. Mirrors M1 and M2 effec-

tively image the detector D onto the centerline of the rocket nozzle with a

magnification near 4.5. The detector area is 1 x 1 mm, and the system thereby

provides a spatial resolution of about 5 x 5 mm at the thruster centerline.

The mirrors and all elements in the optical train are cooled to liquid

nitrogen temperatures. These elements include a shutter S, an Irtran window W,

2 x 2 mm baffle B3, and the filter F. The detector is Ge:Hg which, together

with the associated MOSFET and load resistors, is mounted at the end of

Aerojet Electrosystems, Azusa, California
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a liquid He cooled Heli-Tran unit, HTL, which provides high-capacity heat

sink cooling. The unit has a thermocouple temperature readout, feedthrough

SI for detector leads, and a separate vacuum line. The vacuum shroud, VS, is
t thermally coupled to the LN source by a strap. It was found in operation,

2
however, that the entire assembly between the vacuum shroud and the mirror M2

had to be completely enclosed and thermally very closely coupled to the LN2-

filled inner liner. This was needed tc prevent radiation from the instrument

housing (at room temperature) from reaching the detector by reflections.

Considerable effort was expended to achieve the low background signals required

j| for the rocket tests.V

As discussed previously, two units such as described above aie

deployed across a major diameter of the test chamber, see Figure 2. The

second utilizes a Si:As detector to span wavelengths to 24pm. Primary align-

ment has been completed, in which the centers of tha M mirrors and a iefer-

ence point on the rocket nozzle centerline have been made colinear. This

'I •reference point is established to within ±0.2 mm, and is physically reproducible

"by means of a special fixture. All optical focusing and FOV alignment, as

well as the placement of the rocket nozzle, is made relative to this reference

point.

<

Figure 5a and 5b shows photographs of one of the LWIR spectrometers

installed on the 10-foot-diameter test chamber. Each unit has outer dimensions

I of approximately 30 inches in length and 10 inches in diameter. The view

shown in Figure Sa depicts the quick-operating gate valve, as well as the

Sliquid helium load and vent lines for the Ge:Hg detector mounted on the Heli-

Tran unit seen at the top of the assembly. Figure Sb portrays a view of the

opposite side of the same spectrometer assembly, showing the large vacuum line

from the central pump unit which is located at one end of the test chamber.

This central pump station is used to evacuate both spectrometer assemblies

through dual vacuum lines such as shown in Figure Sb.

I *

Air Products and Chemicals, Inc., Allentown, Pennsylvania

1 7'I



Preliminary tests have been conducted to assess the problem of :ryode-

position on the cold optics. The end flange of the spectrometer and the mirror

M were replaced by Plexiglass, the system was evacuated, cooled and exposed

j to the test chamber by opening the main gate valve G. Ever with the tank pres-

sure deliberately raised with moist air to 10 • Hg, there was no visible evi-

§ j dence of any frosting over a 15-minute interval. On the basis of these pre-

liminary tests, it was felt that c-yodeposition for small thrusters such as

I| will be employed during the FAIR tests will not be a problem, and would not even

require the use of the fast-acting shutter valves.

An intensity calibrating system was installed in the test chamber.

The selection of a suitable technique was based on past experience with the

I similar SWIR scanning spectrometer discussed previously. It is essential

to be able to calibratc the spectrometric systems in situ, under vacuum con-

SI ditions on a daily basis. The tank environment, however, especially when solid

propellants are tested, is extremely hostile to this application. Any cali-

brating radiation source must be separately and completely shielaed and evacu-

i_ able to present contamination and an attendant emissivity change. For the

present system, provision was made to sweep a series of wires of known diameter

through the optical beam. By using wires with diameters as low as 10- inch,

at a location where the beam is 3 in. diameter, a very small effective source

area is obtained. This is needed to provide low radiance levels from the

room temperature ( -300 'K) wire surface. The principal advantage of this

k technique is that by having the wires at the ambient tank temperature, the

radiation is representative of a 300 OK blackbody, independent of wire emissi-

v•ty. The system is thereby independent of ccntamination effects, and final

precision rests simply on a measurement of tank wall temperature and the as-

sumption of thermal equilibrium of the wires and the inner tank walls during

the test.

Figure 6 shows early results from this radiometer radiance calibration

system. The signals resulting from the passage of the spokes and the thin,

1 calibrating wires are shown. After the system was modified to reduce the

effective background temperature, the final signal to noise ratio was about 3X

better than shown by these records.

S8
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The application of the LWIR spectrometer system and calibration pro-

cedure to a specific rocket motor configuration is presented in Section 2.4,

in which the hydrazine thruster experiments are discussed.

2.2 PARTICULATE FLUX DIAGNOSTIC

The particulate collection and analysis techniques employed for

selected tests are based upon the experimental techniques developed during

the HIT motor test series and described in detail in Ref. 1. Four individual

assemblies are used to collect particles emitted from the rocket motors under

investigation. These collectors may be located at different angles with re-

spect to the rocket motor ax_3; for example, to ensure that statistically

measurable samples are acquired for each fuel-nozzle configuration. Previous

experience1 has shown that the measured particle densities (measured at a

{ given point in the flow field) can be used to determine the total particle

flux from the mctor. Thus, for a given test, the collector assemblies could

j be located as follows*, One collector assembly on the moter axis and three

others at angles of about 300, 50', and 70* off the motor axis. A two to

I three order of magnitude variation in particulate flux can be simultaneously

collected and analyzed without approaching saturation from particle laden

propellants or poor statistical samples from relatively particle free

propellants.

J One of the particle collector assemblies is shown schematically in

Vigure 7. The particles enter through the large aperture of the Graflex 1000

shutter shown at the left of the figure. There are three glass collector

slides located within the assembly on which to collect the particles that

have traveled into its interior. The radially located slide is to be compared1 to the two control slides, located so as to be parallel to the undisturbed-

flow stream. Those particles that enter the collector assembly must pass

through a shock wave which is formed by exhaust gases in front of its entrance

aperture. In addition, th- momentum must be sufficient to enable preferential

collection along radial lines from the rocket exit.

| I
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Each collector assembly can be separately operated and monitored to

enable sampling procedures in a wide variety of sequences. One typical pro-

cedure is to sample the exhaust flow stream immediately after the thruster

chamber pressure has reached a maximum. The shutter at the entrance to the

collector, see Fig. 7, will open at this point in time and close just prior

to the time when the flow stream is interrupted by reflected gases from the

end walls of the high altitude test chamber. The collected sample can the:i

be analyzed to determine particulate size and number density as a function

of radial and axial position.

Figure 8 shows a typical oscilloscope record of a calibration test.

To obtain this recording, a photomultiplier was placed within the particle

collector and directed so as to record the light intensity from a broad source

located just outside the Graflex 1000 shutter. As tie shutter opens, the re-

corded photon flux is directly related to the open area of the shutter. The

upper trace in the figure shows this output as a function of time after a

trigger pulse has been applied to the shutter solenoid. The shutter starts to

open 4.0 ms after trigger application, and it is fully closed about 2.2 ms

later. This signal increase, maximum and subsequent decrease is linearly pro-

portional to the photon flux entering the collector and is also a measure of

the time over which particulate matter will be collected during the thruster

I tests. The second trace on the oscilloscope record presents a signal that is

related to a switch contact closure that occurs after the mechanical shutter

J is in motion. This is actually the set of contacts used to ignite "M" type

flash bulbs when using the mechanism in its normal configuration. The time

"between contact closure and shutter opening is constant and subsequently

used to verify the time during which particles are collected. Timing cali-

brations have been obtained for each of the four collector assemblies, for

shutter speeds from 1/60 to 1/500 second.

j The particles are collected on glass slides covered with a thin film
0

((< 1000 A) of Collodioi±, see Fig. 7. The film is obtained by casting a

I mixture of 1% Collodion in amyl acetate onto a water surface and picking it

up on the slide. After an air dry, four other materials are attached using

1 10U l



additional Collodion as an adhesive. These materials present alternate sur-

faces on which to collect particles having different characteristics. The four

Imateria]s placed on each collector slide are (1) a J/8 in. diameter by 0.050

in. thick soft copper disc with a chemically etched surface, (2) a 5/16 in.
diameter by 0.005 in. thick soft copper disc with a chemically etched surface,

(3) a strip of 0.001 in. thick copper conducting tape (1/8 in. x 1/4 in.) with

a polished surface, and (4) a 1/8 in. diameter carbon coated Formvar grid manu-

SI factured for electron microscopes by the Ernst F. Fullam Company.

SI Each of the collected samples is studied using the Calspan materials

laboratory equipment. The main tools used include a Bausch and Lomb Research

Metalograph (resolution 0.5p m), a Phillips 100 B electron microscope (magni-

I fication of I03 to 6 x 10S) and an ETEC-Autoscan scanning electron microscope.

The combination of this equipment with the several alternate collecting sur-

S I faces enables significant samples and proper analysis to be obtained for speci-

fying the particulate flow field.

I •Figure 9 shows a photograph of the four individual collector assemblies

installed inside the high-altitude test chamber. The collectors are shown
arranged on a mounting rig, one in each quadrant equidistant from the rocket

thrust centerline, prior to a test of one of the small FAIR rocket thrusters.

Data obtained from these assemblies during the hydrazine thruster tests is

presented in Section 2.4.

2.3 ROCKET MOTOR DESIGN AND PROPELLANT COMBINATIONS

This subtask concerns the rocket technology necessary for successful

completion of the planned experimental test program. This includes: the

I1 various rocket systems such as propellant feed lines, ignition system, motor

diagnostics, etc.; computations as to the optimum propellant combinations,

mixture ratios, gaseous simulation techniques, solid propellant burning areas,

etc; and the finalization of the type of nozzle configurations that will be

utilized as part of the experimental screening program.
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In general, rocket engines of Calspan design will be employed for any

liquid bipropellant test firings as part of the overall screening tests. To

minimize the complexities involed in the handling of corrosive and toxic pro-

pellants, two techniques are being developed. One utilizes only small, pre-

measured amounts of propellants in capsule form, suitable for the short-dura-

tion test technique employed at Calspan. The other technique utilizes reacting

gaseous propellants which can be substituted for the liquids to produce equi-

valent combustion chamber conditions. The rockets employ heat sink cooling

(because of the short firing duration, < 100 ms', and are constructed so as

to provide for ready interchangeability of nozzles and injectors between units.

It is presently planned that bipropellant rockets will utilize both conical

and contoured nozzle configurations for various exit area ratios.

The monoproptllant hydrazine thruster assembly (including catalyst

bed) used for the FAIR II tests, was obtained from Philco-Ford/Aeronutronic and

modified as required for use in the Calspan test chamber. This particular

rocket configuration is low thrust (• 5 pounds) with a large area ratio con-

ical nozzle.

Solid propellant rockets to be employed in this program are of Calspan

(2)
- design: A typical motor, developed for the ARPA program discussed earlier

is shown in Figure 10. The unit consists of a cylindrical combustion chamber,

propellant web inserts, bolt-on nozzle, nozzle closure diaphragm, and ignition

-- system. The propellant is loaded into the combustion chamber on reusable

metal propellant holder inserts; virtually any grain geometry (e.g., wedges,

j star, criciform, concentric cylinders,all of which have previously been em-

ployed by Calspan) can be provided by this technique. Since the required burn

time is quite short (nominally 100 ms or less), the propellant web thickness

need normally be only 0.030 - 0.OSO in. even for comparatively high burning

rate propellants. As a result, the motor propellant load is not cast or ex-

truded in the conventional manner, but rather is simply made up by cementing

thin strips of propellant directly to the metal propellant holder. These

j grains, several of which can be fabricated at a single time, allow for rapid

combustor loading, simplified propellant handling, and low motor costs.
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The nominal solid-propellant surface (burning) area is calculated to

I provide the desired steady-state chamber pressure, based on ballistic. proper-

ties supplied by the manufacturer. Present plans call for a chamber pressure

J in the range of 500 psia, with a thrust level on the order of 500-1000 lb.

Final adjustments in the propellant burn area to match the desired operating

I conditions are readily made based on the results of actual checkout firing..

Belt-on, uncooled nozzles are attached to the combustion chamber;

although only a conventional convergent-divergent nozzle happens to be shown

in Fig. 10 it is planned that a throttling pintle nozzle configuration of the

-• type illustrated in Fig. 11 will also be employed in this program. This nozzle

-o design will be such as to allow the pintle to be located at a number of axial

locations so as to s-nulate throttled, reduced thrust operation. Based on

field of view requirements for the optical measurements, and general ease of

fabrication and handling, a nozzle exit diameter on the order of 5-6 in. will

be used for both the conventional and pintle-type nozzles.

To provide the rapid combustion pressure rise time requir3d for short-

duration rocket firings, a gaseous ignition technique is employed rather than

conventional squibs or igniters. Briefly, the technique is as follows:

After the propellant is installed, the combustion chamber is sealed

I off at the nozzle end with a plastic closure sized to rupture at the design

chamber pressure. Just prior to firing, the combustion chamber volume is

I fi.led to h low pressure (on the order of a few psia) with an oxygen-rich H2/0 2
mixture (O/F _-20). Ignition of this mixture with a spark plug instantaneously

exposes the entire propellant surface to a high temperature (- 5000*F) oxidizing

environment, resulting in uniform ignition of the entire propellant surface in

J a vt.-l sort time. Following ignition, the combustion products are contained

in rhe combustion chamber until the nozzle diaphragm ruptures at the design

pressure. With a correctly sized propellant burning area, the combustion cham-

ber pressure remains constant and a steady flow exhausts through the nozzle

until the propellant is consumed. '2)
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Solid prop~llants anticipated for use in booster motors will be in-

vestigated, including CTPB and hTPB type propellants, with and without aluminum

additive to evaluate the effects of aluminum on the IR plume signature. Equi-

librium calculations for typical propellant forumations are given in Table I.*

1 2.3.1 Gaseous Equivalent Technique

The simulation of reactive liqui., bipropellants by means of combusting

gaseous equivalents has been successfull employed by Calspan for many years

in short-duration rocket base heating ad propulsion system performance studies.

The use of gaseous reactants has been found to greatly simplify the propellant

supply system; minimize propellant quantities required for individual firings;

avoid the usual problems and complexities involved in handling and transfer,

' •pressurization, metering and injection, etc. of liquid propellants; and ensure

uniform and complete chemcial reaction in the rocket combustion chamber. It

should be emphasized that the exhaust plume formed from such a gaseous rocket

is referred to as an ideal plume; that is, the components are uniformly mixed,

there are no propellant droplets on the walls, etc. It is planned to employ

j this gaseous equivalent technique to simulate the combustion of N204/N 2H4, for

example, and compare plume radiance measurements with those obtained during

actual liquid tests. A brief discussion of the thermodynamic and chemical con-

siierations involved in this technique is presented in the following paragraphs.

j Based on the rigorous thermodynamic reasoning detailed in Ref. 6.

only two conditions have to be satisfied to completely duplicate the combustion

I reaction of any liquid bipropellant combinacion by the combustion of an appro-

priate gaseous fuel and oxidizer which are initially at the same initial tem-

j perature. These are:

(1) The elemental composition (i.e., itomic species and their relative

proportions) of the liquid and ga:3eous combinations must be the

same;

J Computations using NASA/LERC Chemical Equilibrium Code were provided by Dr.

R. Rhoades of USA-MICOM.
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(2) The initial energies (i.e., total sensible and chemical enthalpies)

of the two propellant combinations must be identical.

Although condition (1) is normally easily satisfied, condition (2) involves a

trial-and-error approach to arrive at a suitable mixture of gaseous components.

To briefly illustrate the procedure employed, consider the common

4earth storable combination N204 (nitrogen tetroxide) oxidizer and NLMH

(monomethyl hydrazine, N2H3 [CH3 ]), reacting at a mixture ratic of 1.6 (oxidizer/

fuel, by weight) at a chamber pressure of 625 psia. A simple chemical balance

shows the atom ratio of the reactants to be N:O:C:H = 1:1.02: C.238:0.119, by

weight, at the specified mixture ratio of 1.6. The readily available, commonly

used N2, 02, and H2 gases are convenient initial choices for providing the N,

0, and H atoms in the gaseous reactant mixture. Many types of gases will pro-

vide the required carbon atoms including, for example, any hydrocarbon gas,
carbon monoxide or carbon dioxide, cyanogen (C2N2), etc., all of which contrib-

ute C and another element of the type already present. By a trial and error

process (via an estimate of the total chemical energy available), the various

gases can be eliminated. In the present .xample, ethylene, C2H4, was found to

be the best choice. Upon satisfying the atom ratios, by means of a 52% N2 -

48% 02 gaseous oxidizer and 80% H2 - 20% C2H4 gaseous fuel (both percentages

by volume), equilibrium combustion chamber calculations can be made, giving

the results shown in Table II. The close duplication of the gas species and

important thermodynamic parameters is obvious. Such a mixture was successfully

used by Calspan, both in a recent sub-scale program performed for NASA/MSFC

involving simulation of the Skylab attitude control rockets (Ref. 7) and

in a plume-mapping investigation for the Boeing Company involving the Minute-

man III post-boost propulsion system axial engine (Refs. 8 and 9).

A similar rationale as that just described will apply to the genera-

"tion of a gaseous equivalent for the N204 /N2H4 liquid system. Basic mixtures

of N2 , 02, and H. can be considered, modified as required with other gases

_ such as, for example, N20, NH3 , NO, etc. to produce the proper combustion

energy release. Similarly, interhalogen-hydrazine combinations may be simu-

lated by appropriate F2 , 02, N2 and H2 basic gaseous mixtures, modified as

required by the other 7ases such as NH3 and NF3.
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Detailed thermochemical calculations for a number of liquid propellants

of potential interest for system applications were provided to Calspan by Dr.

R. Rhoades of MICOM and expanded using the NASA/LERC Code, which subsequently

became operational on the Calspan 370/165 computer. The computations included

d,.ta for CTF and CPF/hydrazine and N2 04/hydrazine propellants.

Based on the thermochemical calculations fo2" CTF/N 2 H4 propellants as

a function of mixture ratio, it was decided that the Calspan tests should be

performed at O/F ratios corresponding as closely as possible to maximum specif4 ' p

impulse (Isp) and peak density-i.mpulse (plsp), since these optimums would most

• •likely be prime design points for future operational applications. These para-

meters are plotted in Fig. 12 for both CTF/N 2H4 and N2 04 /M/NH propellant combi-

nations. It can be seen that for the CTF/N H combination, simultaneous maxi-

imums occui for both ISP and p I Pat an O/F ; 3. Similarly, an O/F of 1.5 pro-

vides dual maximums for the N204//MH propellant combination; these mixtures

ratios will bu employed during the test program.

Thermochemical calculations were then made to establish appropriate

gaseous equivalents for these liquid propellant combinations. As seen in

Tables III and IV, an oxidizer consisting of mixture of gaseous Cl2 and F2,2 when

-reacted with a gaseous fuel consistir.g of NH3 and H 2, provides an excellent
duplication of the CTF/N2H4 system. Similarly, gaseous N2/O2 burning with HI

provides a good dupljcation of the N.0 4/N2 H4 propellant system.

Additional calculations have also been made in an attempt to improve
the N 0/N system gaseous equivalent by adding N2 0 and NO to the N i0 oxi-

dizer. In all cases, the ccjbustion temperature was excessively low, and the

originally selected N2 /0 2 + H2 combination still provides the ciosest simulation

(within - 4% on combustion temperature). As a result, this combination will

be employed for the N2 04/N2H 4 simulation tests.
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1 2.4 FAIR-PIE THRUSTER EXPERIMENTS

A technology interchange meeting was held at ABMDA, Washington, con-

cerning the Plume Interaction Experiments (PIE) to be flown on FAIR II with

a discussion of possible laboratory measurements to be performed at Calspan

in Eupport of the program. The laboratory measurements would be directed at

determining the plume near-field IR radiation from the PIE-type thrusters.

S"there are three small thrusters under considerationz a 5-lb thrust monopro-

pellant hydrazine motor, a 5-1b thrust peroxide decomposition thruster, and a

r 40-lb thrust solid motor utilizing a particulate-free solid propellant. Small

thrusters of each type will be tested in the high-altitude chamber and measure-

ments of near-field plume IR radiation obtained.

2.4.1 Monopropellant Hydrazine Thruster Tests

The purpose of the experimental tests was to obtain measurements of

the near-field core radiation in the 10pm region of the spectrum. This radi-
ation arises from transitions in NH3 which constitute approximately 40 percent

of the rocket exhaust species. The measurements can then be utilized to verify

the predictions prcvided by AERL using their plume radiance model. Diagnostics

were also provided to assess the possibility of particulate matter in the plume

emanating from the catalyst bed.

A hydrazine thruster of the type to be used on the FAIR lI-PIE flight

experiment was received from Philco-Ford (P-F), the PIE prime contractor, for

use in the FAIR II support experiments at Calspan. The thruster, originally

developed by Hamilton Standard, produces a thrust of - 5 pounds at a chamber

pressure Z 100 psia. As delivered to Calspan, the thruster assembly consisted

1= of a thrust chamber containing Shell 405 catalyst, a conical nozzle, a fast

acting solenoid valve, integral line filter, and necessary connecting tubing

I and mounting provisions. An outline sketch of the motor showing pertinent

dimensions is presented in Figure 13.
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* During the actual PIE flight experiments, a long sequence of pulses

(each of approximately 150 ms duration) are planned; the first 20-30 pulses

are employed to bring the thruster and catalyst bed to optimum operating condi-

tions. The normal rate of rise for a cold hydrazine thruster is far too long

for the available test time in the altitude chamber (on the order of 150 ms

relative to a test period of only - 15 ms). After receipt of the thruster from

P-F, Hamilton-Standard (H-S) technical personnel were contacted to explore tech-

I niques by which the thruster might be modified to include a possible divert

capability necessary for providing simulated hot catalyst bed, "n-th" pulse fir-

"ings in the Calspan vacuum facilities. Out of these discussions emerged the

--• approach employed for the test series; namely, artificial electrical heating of

the catalyst bed to temperatures equivalent to those obtained during a normal

engine firing sequence with flowing propellant. By this approach, the catalyst

bed can be initially thermally conditioned to the temperature corresponding to

any desired pulse and then fired (i.e., propellant flow initiated) directly

into the chamber without the necessity of first flowing hydrazine propellant

through the bed to warm it to operating conditions. Heating of the bed by

means of actual hydrazine flow would requLre an overboard venting of the re-

sultant exhaust products outside the altitude chamber to avoid tudesirable in-

creases in the ambient pressure level before initiation of data-collecting

firings into the chamber.

To determine the appropriate temperature to which the catalyst bed

should be preheated to simulate any particular pulse of interest, a static

firing sequence would first be required during which bed temperatures would be
determined. Based upon this information, a heater capable of heating the bed
to the same temperature would then have to be developed, followed by further

Sr test firings to verify proper simulation. Because of Hamilton-Standard's

familiarity with the motor and readily available hydrazine rocket test facili-

ties, it was decided that this developmental effort could be handled more ex-

Ii peditiously by H-S than by Calspan. As a result, a subcontract ias awarded

to H-S to perform two tasks in support of Calspan's FAIR II thruster tests.

I Briefly, the H-S effort consisted of (1) development of a catalyst bed heater

which would allow proper warm bed, "n-th" pulse simulated firings, and

(2) fabrication and checkout of a hydrazine propellant supply system for use

with the thruster at Calspan during the FAIR-Il tests. The complete Hamilton-

j Standard Work Statement is presented in Appendix A of the present report.
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j 2.4.1.1 Thruster Operation

j Rocket Assembly and Propellant System -- The hydrazine thruster is de-

picted schematically in Figure 13. A stainless steel propellant line leads

-• from the motor fuel valve (not shown) to a series of fine capillary tubes which

distribute the fuel (N2144) uniformly through the catalyst bed. The bed con-

sists of a fine mesh of Shell 405 catalyst. Upon contact with the catalyst,

hydrazine decomposes into its primary exhaust products of H2, N2 , and NH Y Th's

rocket is rated as having a nominal 5-lb thrust at a chamber pressure of 100

psia.

Three thermocouples were located as shown in the figure: one on the

nozzle wall, one on the motor housing near the catalyst bed, and one on the

S-. propellant manifold (engine mounting flange). These thermocouples were used to

monitor temperatuces throughout the thruster firing sequence. Each pulse of

the motor (- 150 ms duration) raises the catalyst bed temperature because of

the energy being released by the decomposition of the propellant. A thermal

standofi barrier is provided between the catalyst bed and propellant manifold

to preclude the possibility of preheating and vaporizing the propellant before

it enters the catalyst bed.

Figure 14 is a schematic of the thruster and propellant supply system

as installed on the high altitude test chamber. The propellant system was

SI mounted on the outside bulkhead of the test chamber with a feedthrough line

to the motor solenoid valve. A typical engine firing sequence wa- as follows.
The test chamber was evacuated to a pressure of - 0.S5/m; this pressure level

was dictated by the optical and particle collector diagnostic procedures.

After the desired pressure was obtained, the appropriate fuel system valves

wec.e opened and the propellant lines were pressurized to 250 psia. The main

propellant valve was triggered electronically from a remote fire switch and

remained open for the predetermined pulse time. Both optical and particle

collection functions were sequenced automatically from this fire switch. ItI
was observed that a single 150 ms pulse increased the pressure in the test

chamber to approximately 20 Am.1l1



II
i ,Performar.ce Characteristics -- Figure 1Sa shows data records for a

"haracteristic sequence of events for a single firing. The lower trace is
the applied voltage to the motor valve and indicates the pulse duration of

approximately 150 ms. rhe upper trace is a record of the chamber pressure,

which attains a value near 80 psia at the end of the pulse. The shape of the

pulse and the delay from applied valve voltage to Pc rise varied from pulse to

pulse as a function of catalyst bed temperature. The record shown in Figure

1Sa was a room temperature, "cold" pulse with a delay time on the order of 4S

ms. The pulse shape and relatively slow pressure rise was characteristic of

a cold pulse. The additional "spike" on the trace shows the time of particle

collector shutter opening., A preset delay from the applied valve voltage (i.e.,

firing switch) determined this time.

Figure 15b shows data records for a hot pulse with a catalyst bed

temperature of 900*F. The delay was on the order of 20 ms with a rapid Pc rise

to a uniform value of 110 psia.

, !In the flight configuration, approximately 30 pulses of a similar

thruster were made to clear the catalyst bed of fine particles that might be

exhausted in the plume, and to bring the motor to a more effective operating

temperature. An experimental 30-pulse sequence was performed at both Hamilton

j Standard and Calspaii. Thermocouple temperature-time histories obtained during

the sequences are presented in Figure 16. Shown are the catalyst bed and nozzle

I wall temperatures (see Figure 13 for ther :couple locations), as a function

of motor firing pulse number. The noticeable difference between the two bed

1i temperature profiles was attributed to the different techniques that were used

to attach the thermocouples to the motor assembly. At Hamilton Standard,

the thermocouple wires were inserted in a metal sleeve soldered closed at the

end. This was then fastened to the motor with metal straps. At Calspan, the

thermocourple leads themselves were spot welded directly to the motor at the

designated locations. The lower temperature profile indicated by the Hamilton

Standard installation may be at least partially attributed to a thermal lag

I caused by the metal sleeve. During this 30-pulse sequence, it can be seen that

the bed temperature increases to approximately 1100'F because of the energy
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S I release during the decomposition reaction. In both pulse sequences, the nozzle

wall temperature change was small, with the nozzle attaining a final tempera-

' ture of 150'F. The motor mounting flange remained at room temperature through-

out the sequence.

As discussed earlier, a single pulse of the thruster increased the

vacuum facility pressure to about 20 micrometers. Heating of the catalyst bed

by actual hydrazine flow (similar to the 30-pulse sequence shown in Figure 16)

would require an overboard venting of the exhaust products to avoid excessive

increases in the ambient pressure level above that required for proper optical

"and particulate diagnostic opCration. The approach employed at Calspan utilized

artificial electrical heating of the catalyst bed to temperatures equivalent to

those obtained during a normal engine pulsing sequence. With this approach, the

catalyst bed was initially thermally conditioned to the temperature corresponding

to any desired pulse number in the 30-pulse sequence.

The longer time required far artificial heating of the catalyst bed,

however, gave nozzle wall temperatures higher than those measured during a

natural heating sequence, due to heat conduction processes to the nozzle wall.

For example, when the bed was heated artificially to 600*F, the nozzle wall

thermocouples indicated a temperature of approximately 300 0 F, while the corre-

sponding nozzle wall temperature for a natural pulse sequence was 100 0 F, see

Figure 16. A water cooling coil was affixed to the nozzle so that the nozzle

wall temperature could be controlled. Optical plume measurements were made

with both a cold and hot nozzle for a given catalyst bed temperature. No

l- significant effect of nozzle wall temperature was observed for the radiance

measurements. Numerous pulses of the rocket motor were made at various catalyst

bed temperatures and motor positions with respect to a fixed optical reference

pcint. Optical data were obtained over a catalyst bed temperature range from

720 F to approximately 900°F, and nozzle wall temperatures were controlled from

720 F to 350 0 F.

SI
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S-Figure 17 shows the thruster assembly mounted in the test chamber. The
chamber pressure transducer is seen mounted on top of the motor and the water

T' coolant jacket is shown over the exhaust nozzle. The heater can be seen clamped

to the catalyst bed section of the assembly.

Summary -- The rocket and propellant supply system gave reliable

operation and consistent day-to-day reproducibility of pulse conditions and

overall performance. Initial difficulty was experienced with the bed heaters

"shorting out while simulation of the higher operating temperatures was being

attempted. This was resolved by adding an isolation transformer to the heater

circuit to prevent this occurrence. The electronic timing sequence controlling

the optical and particle collector was established and employed effectively.

2.4.1,2 Plume IR Radiance Measurements

The basic question concerning the hydrazine thruster was whether the

near-field radiance from NH3 in the plume will affect, or possibly degrade,

"the desired far-field measurements of interest in the FAIR-PIE flight experiment.

•- Preliminary calculations of this near-field radiance have been made, but have

been shown to depend critically on the relaxation kinetics of NH3 during the

expansion processes in both the rocket nozzle and the near-field plume. The

effective vibrational temperature of the ammonia molecule has been calculated

to lie in the range from 200 0 K to much less than 100*K, depending on the degree
to which the pertinent vibrational mode is equilibrated during the overall ex-

pansion process. Thus, a primary objective of the experiments at Calspan was

to obtain radiance measurements to aid in substantiating the kinetic models

used in predicting plume near-field radiance.

I Extensive calculations had been made at AERL on the anticipated range

of plume radiance values for the hydrazine thruster, as a function of NH3 ro-

I tational and vibrational temperatures. These predictions have been used to

provide baseline radiance levels to which the optical system has been configured.

SThe bulk of the radiation appears in the wavelength interval between 9 and 12pm.

Because of the generally weak radiance levels associated with the low nozzle exit
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I plume temperature, it was found infeasible to attempt to spectrally resolve

the radiation. Thus, as discussed in Section 2.1, the scanning spectrometers

were modified for use with fixed filters. The primary measurement used a band-

'. pass between 7.97 and 12.23pm. With this sytem, calculations have indicated
that measurements could be made as far as four nozzle radii downstream. The

I experimentally determined axial distribution of plume radiance can then be

compared with the predicted values to enable an assessment of NH-3 vibrational

temperature and verification of the kinetic model.

Except for the problem of obtaining a sufficiently low background

for the radiometer, the optical measurements on the hydrazine motor proceeded

as planned. The recording oscilloscope wa- triggered from the fuel-valve

switch-on, (as discussed in the preceding section), and traces obtained at

various sweep rates and gain settings. A typical trace is shown in Figure 18,

in which the IR radiance level can be directly compared with the corresponding

chamber pressure history. A steady-state test time of 30-40 ms can clearly be

distinguished. The subsequent radiance rise results from plume gases in the

field of view which have reflected from the end of the test chamber. Although

for some conditions, an initial overshoot was observed at motor turn-on, the

- test time interval was always sufficient to obtain a steady-.;tate radiance

level.

Tests were conducted at three stations downstream of the rocket motor,

at 0.30, 1.05, and 1.80 in. measured from the motor exit plane. The results of

these tests are shown in Figure 19. The figure shows both calculated (AERL) (10)

and experimental (Calspan) values of the total in-hand NH 3 radiance in un-itsII-2 -l
of watt cm sr as a function of downstream distance in inches. The results

indicate that an adequate radiance prediction must include at least a finite--

I rate model of vibrational relaxation. For example, a prediction employing a

vibrationally frozen NH3 model yields a constant radiance level w.:ith downstream

distance.
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The data shown in Figure 19 were calibrated by comparing the radiance

from the gas with that of 7.0 x 10-4 in. diameter wire, placed in the instrument

FOV. A non-linearity of signal as a function of wire diameter was found, and

11 is presently under investigation. Both electronic and non-ideal optical con-

figurations are being examined as a likely source of the non-linearity of cal-

ibration data. Scaling with a number of equal-diameter wires is exact, however,

and this feature has been incorporated in a modification to the calibration

system. The net effect of the present non-linearity is an uncertainty band

in the radiance of 50 percent measured upward from the data plotted in Figure

"18. This possible shift would result in a more favorable comparison with the

"ALERL finite-rate, boundary-layer corrected prediction. This limitation affects

only the absolute radiance levels; the relative values as a function of down-

stream distance are correct, and result in a favorable comparison with the

finite-rate, boundary layer corrected radiance model.

2.4.1.3 Particulate Flux Measurements

The particle collectors discussed in Section 2.2 were used to investi-

gate the possible presence of particulate matter in the exhaust plume from the

small hydrazine thruster. The collectors were placed at predetermined distances

downstream from the thruster nozzle exit plane, and the shutter opening period

was adjusted to occur at predetermined times. Thus, the possible occurrence

of particulate matter as a function of both radial and axial distances from

the thruster could be correlated with specific time intervals during decom-

position and chamber pressure buildup. A typical flow assembly configuration

can be seen in Figure 9.

Two series of tests were performed in which the particle coilectors

were the primary diagnostics: (1) measurements prior to subjecting the hydrazine

thruster to a standard vibration schedule as described in Appendix A, and

I (2) measurements on the first series of pulses immediately following the vibra-

tion sequence. The results are presented in Tables V and VI, respectively.

The pre-vibration tests (Table V) were performed at various catalyst bed

temperatures which are listed in column 3 of the table. Column 4 shows
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pictorially the shutter-open period as correlated with real-time measurements

of the thruster chamber pressure. The particle collector locations and ob-

served results are given in the last column of the table. For example,

collector number 2 sampled the exhaust flux from the hydrazine thruster with

the catalyst bed at room temperature prior to opening the propellant valve.

- This number 2 collector was located axially 62 inches from the nozzle exit

plume and 14 1/2 inches radially outward from the thrust centerline. A few

solid particles were evident, and the many signatures indicate that vaporizable

particles had impacted the collector slides. It should be noted that, for

this particular test, the shutter-open time was sequenced to occur early in

the pulse before substantial decomposition.

A preliminary analysis of all experiments indicates that very few

solid particles were evident in the exhaust plume. However, signatures from

vaporizable material such as solid or liquid hydrazine were evident when the

catalyst bed temperature was near 300 0 K. The particles produced holes in a

thin carbon-coated Formvar surface, but had apparently vaporized by the time

"the test chamber was recycled and the particle collectors removed for analysis.

I2I
I
I
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I Section 3

COYC LUS IONSI
This final report summarizes progress on the laboratory measure'nents

pha:e of the Plume Tnterference Assessment and Mitigation Program. There are

two main tasks: the first involves a series of rocket propellant sc.reening

experiments in which near-field 1R plume radiance characteristicF are investi-

gated, and the second Lrsv is to obtain laboratory measurements £f plume radi-

ation from small thrusters of the type to be flown on the FAIR II pliue inter-

action flight experiment-,.

During the reporting period, eftfort has been expended primarily on

the several subtasks required prior to extensive rocket tests, with initial

measurements obtained on the first FAIR thruster. The main subtask involved

the development of the LWIR diagnostic system. The design, fabrication, cali-

bration and installation of two cooled LWIR scanning 3pectrometers have been

completed for the high-altitude test chamber where the rocket motor tests are

conducted. These instruments each employ a -rapidly spinning circular variable-

filter (CVF); one instrument covers the wav-length range from 6-12 um with a

Ge:Hg detector, and the other unit covers the 12-24 um region with a Si':As

detector. All the optical components are cooled to liquid nitrogen temperature,
and the instruments are mounted across the 10-ft diameter of the test chamber.,

Thus, each optical system looks into the other, at no time viewing a surface

that nas not beeni cooled to LN2 temperature.

A novel calibration tech'nique has been developed for use with this

n idiagnostic system. It is essential to calibrate the spectrometer systems in

situ, under vacuum conditions on a taily basis. For the present sys -em, a

calibration wheel with thin w-ires as spokes sweeps a series of wires of known

diameter through the optical beam. The principal advantage of this technique
is that by having the wires at the ambient tank temrerature, the radiation is

I representative of 300'K blackbody, independent of wire emissivity.
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A second subtask involved the fabrication and calibration of additional

particle collectors, utilizing the experience gained with a single collector

on a previous plume diagnostic program. Four individually timed collector

assemblies are now employed to obtain spatial data on plume particulates during

V Ia single rocket test.

The third subtask involved the rocket technology necessary for success-

ful completion of the experimental test program. This included rocket motor

design and fabrication, propellant fuel systems, moto• sequencing and data

acquisition systems, and calculations of propellant type and mixture ratio.

"The screening program encompasses not only several types of solid propellants,

but both monopropellant (N2H4 ) and bipropellant (N204 /N2H4 , CVF3/N 2H4) liquid

and gaseous systems, as well as a number of nozzle configurations. The test

series for the small FAIR type thrusters was formulated and flight-type motors

were obtained and modified for laboratory tests.

The first test series of a small thruster of the FAIR-PIE type has

been completed. Plume radiance measurements in the 8-1 2 .5Fm wavelength region

were obtained for a small (5-lb thrust), high exit-area-ratio mot-r, using

monopropellant hydrazine. The radiance data indicate that an adequate radiance

prediction for this type thruster must include a finite-rate model of NH3 vi-

{ brational relaxation and possible effects due to expansion of the nozzle

boundary layer into the outer regions of the plume.

The FAIR type thruster experiments and overall propellant/nozzle

screening tests are being completed under a separately funded ABMDA research

program.
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Table II
COMPARISON OF PEACTION PRODUCTS OF

LIQUID AND GASEOUS PROPELLANTS

Combustion Chamber Pressure = 625 psia

L-puid N O4/MMH(1) Gaseous Nz -O /H -Cz H()

Combustion Temperature 3124 K 3Z08 K

Molecular Weight 20. 4 20.5

Specific Heat Ratio, 1.23 1.23

Specie Concentration (Mass %):

N2  42.0 41.2

H7O 28.9 Z9. 3

"CO 18.6 18.1

CO 2  7. 5 7. 9

H 2 i. 7 1.5

OH 0.9 1.2

NO 0.23 0.35

0 0.06 0. 1z

0 0 0.04 0.07

H 0.0! 0.08

j (1) N2 0 4 IN 2 H3 (CH 3) 1. 6, by weight

(2) 5Z% N 2 - 48% 021 80'/o Hz - 20% C H1 = 5. 7, by weight

by volume by volume
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RADIATION FROM PLUME

Figure 3 SCHEMATIC OF SWIR RAPID-SCAN SPECTROMETER i
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(a) ASSEMBLY ON HIGH-ALTITUDE TEST CHAMBER

Figure 5 LWIR SPECTROMETER ASSEMBLY
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(b) VIEW OF ASSEMBLY SHOWING LARGE VACUUM LINE

Figure 5 LWIR SPECTROMETER ASSEMBLY
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Figure 8 TYPICAL PARTICLE COLLECTOR CALIBF.STION
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Figure 9 INSTALLATION OF FOUR PARTICLE COLLECTOR ASSEMBLIES
SI --- • IIN HIGH-ALTITUDE TEST FACILITY
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I iFigure 11 PINTLE NOZZLE CONFIGURATION
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HYDRAZINE THRUSTER PULSE
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Figure 18 SINGLE-PULSE PRESSURE AND RADIATION DATA
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APPENDIX A

* I HAMI LTON STANDARD WORK STATEMENT FOR
HYDRAZINE THRUSTER MODIFICATION

{ The major items are shown schema cally as follows:
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Work Statement

Engine Preparation and Testing

l It is desired to simulate the operation of a recently fired hydrazine

engine in space. Facility limitations at Calspan preclude firing the engine

to warm it to operating conditions. An external source of heat (electrical)

must therefore be used to heat the engine.

I One REA 16-5 thruster will be provided to Hamilton Standard by

Calspan. H-S will test the engine in "as is" condition to establish the temp-

erature profile and temperature-time histories at the:

j Engine mounting flinge

Nozzle boss

Nozzle exit zone

These temperatures will be measured with chromel/alumel thermocouples

welded to the engine. These thermocouples will be delivered to Calspan with

the engine for further thermal profile correlation in thei'•' facility.

The temperature profile will be determined at the conclusion of a

j itrain of 30 pulses of 0.150 sec duration with an "off' time of 0.850 sec be-

tween pulses. A heater will then be attached to the bed area of the engine

and the bed artificially heated to the temperature measured at the conclusion

of the above firing duty cycle. If the resulting nozzle temperature is more

than 100W F lower than that recorded at the conclusion of the firing duty cycle,

an additional heater will be attached to the nozzle. Heater power level(s)

will be noted to assist Calspan simulation.

Gaseous products will be collected from the engine during the last

I pulse of the 30-pulse firing duty cycle, and the product analyzed for:

NH VN 2 H 2

1 57



With the engine artificially heated by the resistance heater(s), a

single pulse will be fired. The resulting products will be collected and

similarly analyzed for comparison.

>1 Heater location will be noted, the heater(s) removed, and the REA

vibrated according to the same random vibration acceptance criteria as specified

by Philco-Ford for FAIR I1 thruster hardware. The engine will be then packaged

for shipment.

Delivery of the vibrated engine with (3) thermocouples, heater(s) asi required, gas analysis of two samples, and analog pulse data of both firings

will constitute completion of this phase of the program.

Engine Propellant Supply System

To support the test series of the Hamilton Standard REA 16-5 at

Calspan, a system capable of supplying hydrazine to the engine is required.

This system shall have the following characteristics:
Z Propellant storage 2 lb max*

Flow -- 0.025 lb/sec

Pressure 300 psia max

Filtration 5,4m nom.

Pressurizing and venting Manual & elec. **

Arming & dumping Manual & elec. **

Pressure relief 350 psia

Pressure readout 0-300 psia *
(Ptank chamberY

* H-S to precharge with 1 lb N2 H4

** Calspan to provide wiring & switching from connectors

I• on valves

Calspan to provide wiring and readout

All electrical components to be provided with mating connectors,

Component mounting structure and engine mounting will be provided by

Calspar.

S8



Hamilton Standard will provide the following effort to meet the above

3 requirement:

Design

I Procure or fabricate components

Trial assembly

Teardown and LOX cleaning

Assembly

Proof, leak and functional checkout

Quality Control inspection

Mharge with N2 H4

Blanket with GN2 (hermetic)

Package for shipment

Delivery oF the engine test system to Calspan constitutes completion

j Iof this phase of the program.

I 5
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Comments

I Because of shipping regulations, actual pre-filling of the propellant

tank with hydrazine was not performed as planned at H-S. Rather, the filling

was performed at Calspan by an H-S test engineer.

In the engine preparation and testing portion of the effort, the 30-

pulse firing sequence was performed at H-S without incident and an exhaust gas

sample was obtained on the last pulse. Analysis of this sample showed 33% H2, 26%

S1 N2 and 41% NH3 (this analysis corresponds to=-35% NH3 dissociation). Final

* catalyst bed temperature was measured to be= 1O00"F, Electrical heating of

the catalyst bed was next attempted, employing a wrap-around, 80-watt heater.

After initial problems involving excessive heat losses at the mounting flange

I were resolved, the catalyst bed was successfully heated to 700"F at which time

the heater failed. Although this bed temperature was considerably below the

desired 1100'F, a single-pulse gas sample was obtained for comparison with

the previous hot-firing pulse sample. This sample showed only 15% NH dissoci-

ation (compared to 35% at 1100F), confirming the need for a higher bed temper-

ature. Additional heaters with a higher temperature raiting and a better fit

to the motor catalyst bed were then procured by H-S. Heating of the bed to

temperatures up to 1050*F was successfully demonstrated and a single-pulse

firing was performed with the artificially heated bed.

All control wiring, pulse sequences, and other related support equip-

ment were developed at Calspan. Upon completion of preliminary firings in

the Calspan altitude chamber to check out the performance of the motor and p•'o-

Spellant supply system, the thruster assembly was returned to H-S for the vi-

+• bration sequence. Upon return of the motor to Calspan the post-vibration pulse

sequence firings were undertaken.
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